Cartridge
Filter

We offer a wide range of
commonly used filter
cartridges

- Polypropylene Melt Blown
Cartridge.

- Wound Cartridges
(Choice of PP, Cotton
and Glass Fiber Type ).
- Activated Carbon Cartridge.
- Nominate Rated PP Pleated
Cartridge up to 0.2 micron.

- Absolute Rated PES, Telfon
Pleated Cartridges.

Cartrioge Filter

LCF series -
Light Duty
Multi-Cartridge Vessel

¢ 3,5and 7 Rounds of up to 40" length.

¢ Quick opening V-Clamp closure
design;

* Unique design able to fit either DOE

(double open end) or SOE with
222" configuration.

* Material available -S5304,
SS316, SS316L.

* Electro-polishing an option.

SCF series - Sanitary
cartridge vessel for Food &
Beverage pharmaceutical
and biological applications

* Design with no sharp corner and
reducing interior volume for less
product loss.

* Material —SS316 & SS316L.
e Tri-Clover connection.

e 1,3, 5, 7rounds SOE connection.

A full range of Stainless Steel Cartridge Vessel from Single piece to
more than 100 rounds of cartridge installation from 4" to 40" length
to meet your requirement.

HCF series - Heavy Duty
Multi-Cartridge Vessel

* Up to 100 rounds vessel.

* Unique spring aided design
opening mechanism.

¢ Unigue design able to fit either

DOE or SOE with 222"
configuration.

¢ Material — Carbon Steel, SS304,
$S316, SS316L, Duplex SS and
special material on request.

¢ Electro-polishing an option.

* Internal Epoxy Coating for sea
water application available.

* ASME U Stamp available on
request.

10” & 20” length single

cartridge vessel
* Material available —
$S304 & $S316.

Stainless Steel Filter Cartridge

We offer standard DOE and SOE type Stainless Steel
Filter Cartridge for liquid and gas process with
various stainless steel media provide optimum
solution in high pressure and femperatfure
applications of up to 0.2 micron absolute filtration.



